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Amendmenfa in the Claims: (stmck-through parts deleted and underlined parts added) 

1 . (currently amended) A head and neck immobilization device for 
preventing the movement of a cranial spinal column during radiation applications to the 
5 cranial spinal column, said device comprising: 

a base having a first end, a second end, an upper surface and a lower surface; 
a support frame being attached to and extending upv/ardly from said upper 

surface, said support frame being positioned generally adjacent to said 
first end of said bas e, said support frame including a plurality of vertically 
10 orientated columns, each of said columns having a plu rality of apertures 

extending therethfou&h- each of said apertures being horizontally aligned 
with one of said apertures in each of said columns , each of said columns 
having at least three apertures e ^tendinp therethrough: 
a mounting being, positioned on said support frame and being selectively 
1 5 positioned between an upper portion of said support frame and a lower 

portion of said support frame , said mounting comprising a plate having a 
plurality openings extending therethrough, each of said colu mns extending 
through one of said openings in said plate such that said plate is moveably 
mounted on said columns in a substantially horizontal orientation, said 
20 plate having a peripheral edge, each of a plurality of bores extending into 

said peripheral edge and into one of said openings, wherein each of said 
bores mav be selectively aligned with one of said apertures : 
a securing member being adapted for releasably securing said mounting to said 
frame in a fixed positio n, said seciiring member including a plurality of 
25 pins, each of said pins being removably extendable into on e of said bores 

and a correspondingly aligned one of said apertures ; and 
a head support being mounted to and extending outwardly away from said 
mounting, said head support including a face receiving member for 
receiving a head in a downward facing position. 

30 

Claims 2-5 (cancelled) 
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6. (currently amended) The device of claim [4] 1, wherein said plurality of 
columns includes four columns positioned in a generally rectangular configuration, a 
panel being attached to an upper end of each of columns* 

Claims 7 and S (cancelled) 



9, (original) The device of claim 1, wherein said head support includes an 
elongated rod having a first end and a second end^ said first end being extended into plate 

10 such that said rod extends away from said plate in a substantially horizontal orientation 
and generally toward said second end of said base, a face holding assembly being 
pivotally coupled to and extending away from said second end of said rod- 

10. (original) The device of claim 9, wherein said face holding assembly 

1 5 includes a U-shaped member having a central portion and a pair of arms being attached to 
and extending away from said central portion, wherein said central portion is attached to 
said rod and is horizontally orientated^ a flexible material being removably coupled to 
and extends along a length of said U-shaped member, wherein the head may be 
positioned between the arms and on said flexible material. 

20 

Claims 1 1 and 12 (cancelled) 

13. (original) The device of claim 1^ further including a platform being 
attached to said upper surface of said base such that said platform is spaced from said 

25 upper surface, said platform extending from said second end of said base toward said 
support frame, said platform being substantially horizontally orientated. 

14, (currently amended) The device of claim ^ 2, further including a platform 
being attached to said upper surface of said base such that said platform is spaced from 

30 said upper surface, said platform extending from said second end of said base toward said 
support frame, said platform being substantially horizontally orientated. 
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Claims 15 and 16 (cancelled) 

17. (currently amended) A head and neck immobilization device for 
5 preventing the movement of a cramal spinal column during radiation applications to the 
cranial spinal column, said device comprising: 

a base having a first end, a second end, an upper surface and a lower surface; 
a support j&ame being attached to and extending upwardly from said upper 

surface, said support frame being positioned generally adjacent to said 
10 first end of said base, said support frame including a plurality of vertically 

orientated columns, each of said columns having a plurality of apertures 
extending therethrough, each of said apertures being horizontally aligned 
with one of said apertures in each of said columns, each of said columns 
having at least three apertures extending therethrough, said plurality of 
1 5 columns including four polunms positioned in a generally rectangular 

configuration^ a panel b^ing attached to an upper end of each of columns; 
a mounting being positioned on said support frame and being selectively 

positioned between an upper portion of said support frame and a lower 
portion of said support frame, said mounting comprising a plate having a 
20 plurality openings extending therethrough, each of said columns extending 

through one of said openings in said plate such that said plate is moveably 
mounted on said columns in a substantially horizontal orientation, said 
plate having a peripheral edge, each of plurality of a bores extending into 
said peripheral edge and into one of said openings^ wherein each of said 
25 bores may be selectively aligned with one of said apertures; 

a securing member being adapted for releasably securing said mounting to said 
frame in a fixed position, said securing member including a plurality of 
pins, each of said pins being removably extendable into one of said bores 
and a correspondingly aligned one of said apertures; 
30 a head support being mounted to and extending outwardly away from said 

mounting, said head support including a face receiving member for 
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receiving a head in a do^ward facing position, said head support 
including; 

an elongated rod having a first end and a second end, said first end being 
extended into and rotatably coupled to said plate such that said rod 
5 extends away from said plate in a substantially horizontal 

orientation and generally toward said second end of said base; 
a face holding assembly being pivotally coupled to and extending away 
from said second end of said rod, said face holding assembly 
including a U-shaped member having a central portion and a pair 
10 of arms being attached to and extending away from said central 

portion, wherein said central portion is attached to said rod and is 
horizontally orientated, a flexible material being removably 
coupled to and extending along a length of said U-shaped member, 
wherein the head may be positioned between the arms on said 
15 flexible material; and 

a platform being attached to said upper surface of said base such that said 
platform is spaced from said upper surface, said platform 
extending from said second end of said base toward said $iq)port 
frame, said platform being substantially horizontally orientated. 

20 

18. (new) A head and neck immobilization device for preventing the 
movement of a cranial spinal column durbg radiation applications to the cranial spinal 
column, said device comprising: 

a base having a first end, a second end, an upper surface and a lower surfiace; 
25 a support frame being attached to and extending upwardly from said upper 

surface, said support frame being positioned generally adjacent to said 
first end of said base; 
a mounting being positioned on said support frame and being selectively 

positioned between an upper portion of said support frame and a lower 
30 portion of said support frame; 
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a securing member being adapted for releasably securing said mounting to said 
frame in a fixed position; and 

a head support being mounted to and extending outwardly away from said 
mounting, said head support including a face receiving member for 
5 receiving a head in a downv^rd facing position, said head support 

including an elongated rod having a first end and a second end, said first 
end being extended into plate such that said rod extends away from said 
plate in a substantially horizontal orientation and generally toward said 
second end of said base, a face holding assembly being pivotally coupled 
1 0 to and extending away from said second end of said rod. 

19. (new) The device of claim 18, wherein said support frame includes a 
plurality of vertically orientated columns. 

1 5 20. (new) The device of clahn 1 9, wherein each of said columns has a 

plurality of apertures extending therethrough, each of said apertures being horizontally 
aligned with one of said apertures in each of said colunms, each of said columns ha\dng 

at least three apertures extending therethrough, said securing member comprising a 
plurality of pins being removably extendable into through said mounting and into one of 
20 said apertures. 

2 1 » (new) The device of claim 1 9, wherein each of said coluirms has a 
plurality of apertures extending therethrough, each of said apertures being horizontally 
aligned with one of said apertures in each of said columns, each of said columns having 

25 at least three apertures extending therethrough, said mounting comprising a plate having 
a plurality openings extending therethrough, each of said columns extending through one 
of said openings in said plate such that said plate is moveably mounted on said columns 
in a substantially horizontal orientation, said plate having a peripheral edge, each of a 
plurality of bores extending into said peripheral edge and into one of said openings, 

30 wherein each of said bores may be selectively aligned with one of said apertures, said 
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securing member including a plurality of pins, each of said pins being removably 
extendable into one of said bores and a correspondingly aligned one of said apertures. 

22. (new) The device of claim 21, wherein said plurality of columns includes 
5 four columns positioned in a generally rectangular configuration, a panel being attached 

to an upper end of each of columns. 

23. (new) The device of claim 1 8, wherein said face holding assembly 
includes a U-shaped member having a central portion and a pair of arms being attached to 

1 0 and extending away from said central portion, wherein said central portion is attached to 
said rod and is horizontally orientated, a flexible material being removably coupled to 
and extends along a length of said U-shaped member^ wherein the head may be 
positioned between the arms and on said flexible material. 

1 5 24. (new) The device of claim 20, further includmg a platform beirig attached 

to said upper surface of said base such that said platform is spaced from said upper 
surfece, said platform extending from said second end of said base toward said support 
frame, said platform being substantially horizontally orientated. 

20 25. (new) The device of claim 1 8, further including a platform being attached 

to said upper surface of said base such that said platform is spaced from said upper 
surface, said platform extending from said second end of said base toward said support 
frame, said platform being substantially horizontally orientated. 
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